CLEVELAND

TECHNICAL
SPECIFICRTION

Front Suspension: Standard fork

Rear Suspension:  Twin coil over oil damped shocks

Front Brake: Disc brake with ABS
Rear Brake: Disc brake with ABS
Front Tire: 4.1-18
Rear Tire: 4.6-17 Engine Type: g:rg{l)% Icg(ljinder, 4stroke,
Displacement: 124 ml
Bore x Stroke: 54 x 54 mm
LxWxH: 2100 x 830 x 1025 mm Compression Ratio: 10.0:1
Seat Height: 790 mm Max. Power: 7.4/8000 kW/rpm
Wheelbase: 1345 mm Max. Torque: 9.5/6500 Nm/rpm
Min. Ground Clearance: 240 mm Max. Speed: 85 km/h
Max. Permissionable Weight: 160 kg Lubrication: Pressure, splash
Rider Capacity: 2 Persons Clutch Type: Multiplate wet clutch
Dry Weight: 125 kg Ignition: ECU
Engine Oil: 12L Starting System: Electric
Fuel Tank Capacity: 10.5L Fuel System: EFI
Battery: 12V - 9Ah Transmission System:  Chain drive with 5 gears
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CLEVELAND

TECHNICAL
SPECIFICRTION

Front Suspension: Standard fork

Rear Suspension:  Twin coil over oil damped shocks

Front Brake: Disc brake with ABS
Rear Brake: Disc brake with ABS
Front Tire: 4.1-18
Rear Tire: 4.6-17 Engine Type: g:rg{l)% Icg(ljinder, 4stroke,
Displacement: 248 ml
Bore x Stroke: 69 x 66.2 mm
LxWxH: 2100 x 830 x 1025 mm Compression Ratio: 9.5:1
Seat Height: 790 mm Max. Power: 16/8500 kW/rpm
Wheelbase: 1345 mm Max. Torque: 21/6500 Nm/rpm
Min. Ground Clearance: 240 mm Max. Speed: 125 km/h
Max. Permissionable Weight: 160 kg Lubrication: Pressure, splash
Rider Capacity: 2 Persons Clutch Type: Multiplate wet clutch
Dry Weight: 135 kg Ignition: ECU
Engine Oil: 12L Starting System: Electric
Fuel Tank Capacity: 13L Fuel System: EFI
Battery: 12V - 9Ah Transmission System:  Chain drive with 6 gears
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